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Division of HE
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ROUTE ____FAP 592 DESCRIPTION IL 13157_over Canal No. 1 LOGGED BY __ District 8
SECTION 28BR-2, 28BR-3 LOCATION _, SEC. , TWP. IN, RNG. 9W, 3 PM
COUNTY St. Clair DRILLING METHOD Hollow_Stem _Auger HAMMER TYPE __ Automatic 1404
STRUCT. NO. 082-0087 DB | U1l M lisuface Water Elev. £ (P BIU M
Station 42940610 Ef L [ C1 Ol sream Bed Elev. # [E|L}C}O
plo]|si PlOof st
BORING NO. 7 T(w S |l Groundwater Elev.: Tl wW s
Station 428+50 H| S |Qu| T § First Encounter 4023 ft WH| S (OQui T
Offset 18.00ft RT_CL Upon Completion ft
Ground Surface Elev. ___410.7 __ft | )] ¥ | (s | %) | After Hrs. fr j 0] 6% ] fhh ] (%)
Gray CLAY {continued) EERCIER
Brown and Gray SILT B
07771 18 2 |a32] 88
s ] B
T I I
086 | 28 2 |026] 74
s ” B
058 | 27 T 7 (e[ e
s B
3
052 32 7 039 64
s T 8
Gray CLAY ]
033 62 | 12 [vs[®
S B
S
073| 99 NEREE
s B
T ess] e NERLEIE
B B
-20] 40l

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by {8-Buige, S-Shear, P-Penetrometer}
The SPT (N value) is the sum of the last two blow vaiues in each sampling zone {AASHTO T206)
BBS, from 137 (Rev. 8-99)
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Division of Highways Date
Hhinois Department of Transportation
ROUTE ___FAP 592 DESCRIPTION 1L 13157 over Canal No. 1 LOGGED BY __District 8
SECTION 28BR-2, 28BR-3 LOCATION SEC., TWP. IN, RNG. W, 3 PM
GOUNTY St, Clair DRILLING METHOD Hollow_Stem _Auger HAMMER TYPE __ Automatic 140
STRUCT. NO. 082-0087 Bl B | UM flsuface Water Elev, ft
Station 429:+06.10 El L1 C | O stream Bed Elev. ft
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The Unconfined Compressive Strength {UCS) Failure Mode is indicated by (B-Bulge, S~Shear, P-Penetrometer)
The SPT {N value} is the sum of the lasttwo blow values in each sampling zone {AASHTO T206}
BBS, from 137 (Rev. 8-89)

RouTE N | seerion ceunry S | S | sHEET No. 7
FAP  |288R-2)
592 |esar-3| ST- CLAIR 51 30 | 7 sHEETS
[ —— e

Contract #76904

Notes:
@ Stationing is based on existing roadway plans.
See Sheet 1 of 7 for boring locations.

BORING LOGS
IL_ROUTE 13/157 OVER CANAL NO. !
ST. CLAIR COUNTY
STA. 428+43
STRUCTURE NO. 082-2568




